Generic NBS Specification
Work section (Chapter) 

P10
THERMAL ACOUSTIC & FIRE PROOFING
NB ignore the values they are all made up!

Clause
100
ROCK MINERAL FIBRE INSULATION
Application: [somewhere]
Manufacturing Standard: [BS 1234]
K value: [0.038]
Thickness: [50 mm]
Manufacturer & Product Reference: [Contractors Choice Submit proposals to CA for review]
Or equivalent (by virtue of NBS Preliminaries requirements)
· Prone to substitution
· Prone to surreptitious substitution
· Prone to abuse by many parties:
· Contractor’s Buying department,
· QS
· Employer
110
DENSE CELLULOSE INSULATION
Application: [somewhere]
Manufacturing Standard: [BS 1234]
3rd Party Accreditations:
BSI Kitemark: KM 1234
BBA Certificate: 08/3001
Manufacturer: [InsulMan]
Reference: [ManMadeInsul]
K value: [0.038]
Thickness: [50 mm]
Recycled content: [60% post consumer]
Diligent specifiers and Contract Administrators

Will use the right hand column versions of the specification clauses.

They include the reasons why it was chosen by the designers in the first place 

Under pressure the less well informed CA will look at the things he understands K value and British standard and compare them.

Lack of understanding of other characteristics may lead to them being ignored and means they have not been judged on equal terms.

If other characteristics are not included in the clause they cannot be considered without reference to literature, under pressure nobody will look.
NGS Product Specific Specification
Dedicated Prescriptive Spec
Work section (Chapter) 

P10
THERMAL ACOUSTIC & FIRE PROOFING
NB ignore the values they are all made up!

Clause
100 ROCK MINERAL FIBRE INSULATION
Application: [somewhere]
Manufacturing Standard: [BS 1234]
BSI Kitemark or BBA Certificate: [Required]
K value: [0.038]
Thickness: [50 mm]
Density: [100] kg/m3
Acoustic performance: [30-35] dB
Manufacturer: [InsulMan]
Reference: [ManMadeInsul]
Or equivalent (by virtue of NBS Preliminaries requirements)
110
DENSE CELLULOSE INSULATION
Application: [somewhere]
Performance Required: [_______]
Manufacturing Standard: [BS 1234]
Installation Code of Practice: [CP 103]
3rd Party Accreditations:
BSI Kitemark: KM 1234
BBA Certificate: 08/3001
Test Evidence: Report [33/2006]
Manufacturer: [InsulMan]
Reference: [ManMadeInsul]
Contact Details: [T  F  E  W; Rep  M]
K value: [0.038]
Decrement: [5]
Psi value: [2.3]
Y value: [23]
Density: [100] kg/m3
Thickness: [50 mm]
Thermal mass: [66] 
3rd Party Endorsement(s):
BRE Environmental Profile: [No]
EcoPoints: [1077]
EcoHomes, BREEAM: credits: [1]
BRE Green Guide rating: [A+]
AECB Carbon Lite Programme: [Gold+]
Recycled content: [60% post consumer]
ZODP: Yes
